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Step 14: Attach Final Roof Panel %3 [Illlll] [IIIIII
Part 2 y,

Remember to push up centre to assist with alignment.

C: Starting at the bottom and working up loosely connect Roof Panel Assemblies through the Rafter Corners with
three 1/4 x 2-3/4” Hex Bolts (with two 1/4-5/16” large washers and one 1/4” lock nut) per side. To align bolt holes
helper on the centre ladder may have to push up in the centre of the panels and others make sure corners are
aligned. Tighten bolts when all six have been installed. (fig. 14.4 and 14.5)

Rafter Corners should be aligned with Roof to Post Bracket.

Fig. 14.4

1/4-5/16”

Roof Panel

1/4 x 2-3/4”
Hex Bolt

Rafter
Corner

holes first

Hardware

6 x 1/4 x 2-3/4” Hex Bolt
(1/4-5/16” large washer x 2, 1/4” lock nut)
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Step 14: Attach Final Roof Panel | %\3' IIIIII IIIIII
Part 3 )

D: On the fourth Roof Rafter Assembly, centred and flush to the bottom of (338) Rafter Short Right, (339) Rafter
Short Left and (340) Rafter attach one Roof to Beam Bracket per board with one #8 x 1” Pan Screw in the bottom
hole and one #12 x 1-1/2” Pan Screw in the top hole per bracket. (fig. 14.6)

Attach to Rafter Short Right,

Rafter Short Left and Rafter .
Fig. 14.6

#12 x 1-1/2”
Pan Screw

Flush

Roof to
Beam
Bracket

Parts removed
for clarity

Hardware
3 x #8 x 1” Pan Screw

3 x #12 x 1-1/2” Pan Screw

3 x Roof to Beam Bracket
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Step 15: Secure Roof Corners | % |m"m m"n'
J

A: Make sure middle Roof to Beam Brackets are lined up over centre mark and all are flush and tight to the
Beam Assemblies. Lift in centre if needed.

B: From outside the assembly attach Roof Panel Assemblies together at the Fascia Beam Assembly Ends with

two #8 x 2-1/2” Wood Screws per corner. A helper may need to lift the centre of the roof to bring the corners tight
together. (fig. 15.1 and 15.2)

C: Align Roof Panel Assemblies to sit centred on Roof to Post Brackets then attach with two #8 x 1” Pan Screws
per bracket. (fig. 15.3)

Fig. 151 i ///////

iy

Fig. 15.3

http://bit.ly/1NDtZox

Hardware
8 x #8 x 2-1/2” Wood Screw

8 x #8 x1” Pan Screw
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Step 16: Attach Corner and Beam Caps

LD

A: At each corner place one Corner Cap tight to Fascia Assemblies, push up so the bottom is tight to the bottom
of the assemblies then attach with four #8 x 3/4” Sheet Metal Screws per Corner Cap. (fig. 16.1 and 16.2)

Fig. 16.1

*

Fig. 16.2

[13

Fascia
#8 x 3/4”
Assembly Sheet Metal
Screw
Fascia
#8 x 3/4” Assembly
Sheet Metal
Screw
Tight
Corner @
Cap
Componets: Hardware

4 x Corner Cap

16 x #8 x 3/4” Sheet Metal Screw
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Step 17: Secure Roof to Beam Brackets | ,% |m| Illj [‘I"llj

A: From inside the assembly attach Roof to Beam Brackets to Beam Assemblies with two #12 x 1-1/2” Pan
Screws per bracket. (fig. 17.1 and 17.2)

#12 x 1-1/2”
Pan Screw

Hardware
24 x #12 x 1-1/2” Pan Screw
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Step 18: Secure Roof Peak Brackets ‘ /% I TT )

A: Tighten the two screws in Roof Peak Brackets then attach to Corner Rafters in the remaining holes with
fourteen #10 x 1-1/4” Pan Screws. (fig. 18.1)

Fig. 18.1
Roof Peak
Bracket
Roof Peak
Bracket
Rafter
Corner
Rafter
Corner
#10 x 1-1/4”

Pan Screw x 14

Corner

Rafter
Corner

Hardware

14 x #10 x 1-1/4” Pan Screw
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Step 19: Attach Ridge Caps to Roof Panels | Q || %\ \ 'l"n"l'

A: Slide one Ridge Cap over the Ridge Clips, with cut end leading, on each corner of the assembly from the
bottom up, lifting Peak Cap by pushing up the Peak Loop so Ridge Caps fit under Peak Cap then attach with two
#8 x 3/4” Sheet Metal Screws per Ridge Cap. (fig. 19.1, 19.2 and 19.3)

B: Tighten Loop to secure Roof Peak Set.

E i

111117]

http://bit.ly/1EALXDf Note: To help Ridge Caps
slide on easier use a
lubricant such as liquid soap.

Componets: Hardware
4 x Ridge Cap 8 x #8 x 3/4” Sheet Metal Screw
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Step 20: Metal Hooks and Plaque % E
Part 1

A: Two 50 mm Hooks are included with this unit for attaching wiring. They can be placed anywhere along the
Rafter Corners as needed. Pre-drill with a 1/8” drill bit before installing. (fig. 20.1 and 20.2)

Fig. 20.1
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Note: We have provided 2 hooks for optional use to

hold in place any wires if required. These hooks are Fig. 20.2
not designed to hold any heavy products such as
lights, flower pots, etc.

50 mm Hook




Step 20: Metal Hooks and Plaque
Part 2

B: Attach G b ID Plaque to a prominent location on your gazebo with two #8 x 1” Pan Screws. This provides
warnlngs con ing safet y and im p rt nt contact information. A tracking number is provided to allow you to get
cal information or order replac nt parts for this specific model. (fig. 20.3 and 20.4)
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NOTES
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NOTES
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YARDISTRY
Consumer Registration Card

First Name Initial Last Name
RN
Street Apt. No.
RN
City State/Province ZIP/Postal Code
L e ey NN
Country Telephone Number

E-Mail Address

Model Name Model Number (Box Labels)

Date Purchase Purchased From

MM /DD / YYYY

How would you rate this product for quality?

O Excellent O Very Good O Average O Below Average O Poor
How would you rate this product for ease of assembly?

O Excellent O Very Good O Average (O Below Average O Poor
How would you rate our instructions?

O Excellent O Very Good O Average O Below Average O Poor
How would you rate the quality of packaging?

O Excellent O Very Good O Average (O Below Average O Poor
Would you recommend the purchase of our products to friends and family?

O Yes ONo
Comments:

Q
MAIL TO:
Yardistry IS I
375 Sligo Road W., PO Box 10 .

Mount Forest, Ontario, Canada
NOG 210 Yardistry would like to say Thank You for your time and feedback.

Attention: Customer Service

REVISION: 09/06/2017

CUT ALONG LINE



